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Part# 8494

Note: Installbolts into the water pump first. Then
determine the number of spacer washersneeded
between the bracket and intake manifold. Thiswill
vary with the thickness of the various brands of
manifolds.  STARTALLMOUNTING BOLTSBEFORE
TIGHTENING.

Note: Without proper spacer washersinstalled;
Compressor will not align with pulleys.

Belt Info:

We use a belt length of 54 to 55“ with this
mount on installationsin our shop. However;
thiscan vary with the diameter of your pulleys
and component adjustment.

Standard belt widthsare 3/8” and are
designated by the firstnumber in the belt part
number. Beltwidth by brand are as follows:
Gates: 7 Seriesfollowed by length

AC Delco: 15 Seriesfollowed by length
Dayco: 15 Seriesfollowed by length

NAPA:15 or 25 Seriesfollowed by length

- Thepurchaser isresponsible for determining the suitabilityof any orall productspurchased from TuffStuffPerformance AccessoriesLTD.
- Thecustomer recognizes that TuffStuffproducts may not be a direct replacement for their original, and some modifications may be

necessary.

- Tuff Stuffwill not influence your use of this product in your vehicle in any manner.
- Any TuffStuffproduct shall be installed at your own discretion.

- Remember: Any TuffStuffproduct must be installed by a professional mechanic.

- Chrome plated products returned for proposed warranty with scratches or chips willnot be considered for refund or replacement.
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